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should be kept locked to prevent unauthorised peisons having access
thereto.
All magazines or partitioned-off spaces for explosives must be so
placed that their doors open out to a hatchway.
No iron of any sort to be used in their construction, and no fastenings
but copper nails.
Dynamite should be stowed in the most easily accessible part of
the hold, and proper precautions should be taken to keep it dry.
Drums of liquid ammonia should be stored in a part of the ship
away from, and beyond the influence of, any heat, remote from living
quarters, and as deck cargo only. They should be protected from the
rays of the sun, and should not be covered with a black tarpaulin.
Bi-sulphide of carbon, also known as carbon bi-sulphuret or di-
sulphide of carbon, etc.—The vapour of this is easily ignited. The mere
striking together of two pieces of iron in an atmosphere impregnated
with it may cause ignition. It should be carried as deck cargo only,
away from all living quarters, and the utmost care must be taken to
protect it from the rays of the sun, or lights or sparks. Sail cloth,t
but not tarpaulin, is suggested as a covering. Smoking in its vicinity
should be strictly prohibited. The cases containing the drums should
be examined at least twice a day during daylight, and if any leakage
is detected they should be thrown overboard immediately. Leakage
may be detected by the presence of a powerful odour.
Anti-fouling composition, anti-corrosive paints.—Certain of these
give ojff gases which, when mixed with air, are highly explosive. Care
should be taken that lights are not used in any compartment of a vessel
in which such goods are, or have recently been, stowed.
Petroleum spirit, benzoline, gasoline, petrol, lythene, etc., also give
off inflammable gas at all times, and in vessels carrying petroleum,
etc., special precautions should be taken against the use of lights of
any kind, also against smoking whilst the hatches are off or any deck
openings uncovered.
GRAIN
Bags.—Special precautions are taken with grain in bags for a long
passage. The British regulations require the hold to be divided by
amidship shifting boards extending from deck to deck in the lower
hold and Jtween decks, and the dunnage covered with mats.
Some countries do not insist on shifting boards and others only

